
Sync Charge Connect 16 (SCC-16) 

Single solution to charge and synchronise Data Entry
Devices (DEDs)

Specifications

AC IN 115/240VAC  

Dims 540x420x210 mm Weight 15.5kg    

QC3 Charge Protocols

PD-FIX 5V/3A, 9V/2.5A & 12V/1.9A     

IP67 Lid Closed

3 x RJ45  Network Connection Points 
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Images are for illustrative purposes only and actual products and examples may differ from those 
shown. All details correct at time of going to press but subject to change. E & EO.

Designed in the UK Warranty and Service

and Play

The Sync Charge Connect 16 (SCC-16) is a single solution to 
charge and synchronise Data Entry Devices (DEDs). With 
multiple charging and data transfer options, the end user 
can stay connected and charged in the most austere and 
remote environments. The SCC-16 has been designed with 
the ability to retain situational awareness - ideal for TAK 
users as they now have the ability to transfer mapping, 
feeds etc. whilst recharging devices. 

The system provides high-speed, simultaneous serverless 
data synchronisation for 16 USB-C devices, with charging 
being delivered through USB-C PD protocols.   Local 
connectivity is provided through 3 external RJ45 ports to 
enable multiple SCC systems to be joined as a mission 
configurable system.  This synchronisation is further 
enhanced through LAN and WAN enabled transfer. 

The SCC is compatible with both AC and DC power 
sources, allowing the SCC to be employed globally from 
mains or 24v DC power sources, allowing the end user to 
deploy lighter and last longer. 

The SCC is mounted in an IP-67 rated case to withstand 
any operating environment.

Plug and Play Robust design

DC IN 18-33VDC




