
67w SMBus Hand Crank Generator

Robust and lightweight support to tactical 
energy
Armed Forces are required to operate in any environment. As a result, there 
are tactical situations where conventional energy generation and 
distribution sources are not available to dismounted users such as arctic 
and jungle environments. 

Weighing just over 2kg and delivering up to 67w the Hand Crank Generator, 
enables the user to incrementally charge a range of in-service batteries to 
increase their operational endurance in remote and isolated locations 
without the need to carry additional batteries.

The Hand Crank Generator’s design allows the user to employ kinetic 
energy to achieve power generation through the integrated SMBus power 
electronics that communicate directly with, and charge the battery.  Battery 
information is presented to the users via the integrated, rugged OLED 
display showing SOC and energy generated in to the battery.

The HCG provides a highly efficient and power-dense solution that meets the 
demand for power in challenging conditions and austere environments.
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Silent Power
Tactical fuel cell that 
delivers silent  power

Plug and Play
Quick and easy  
installation reduce  
on site time

Reduced Emissions
Reduces overall 
emissions  and  
reliance on  fossil fuels

Robust design
Units can be 
used in extreme  
environments
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Designed in the UK
Each unit is manufactured to the exacting 
standards required for standalone power sources.

Warranty and Service
The unit is covered by our own one 
year warranty.

Nominal Output Voltage 16.8V 
Nominal Charge Rate 4.0A 
Battery Types Li-Ion: CWB150, UBBL08-01 & BB2590  

Communication SMBus V1.1 
User Interface OLED display 
Colour BS381-285 NATO Green and Black 
Finish Painted Aluminium 
Weight Generator Only: 1.26 kg 

Crank Arm Assembly: 0.43 kg 
Ratchet & Strap Assembly: 0.49 kg 
Total: 2.18 kg 

Operating Temperature -20°C to +55°C
Storage Temperature -30°C to + 80°C
Ingress Protection IP67 
Primary Mating Connector Glenair 807-309-06ZNU6-6PY (6 Pin) or 7DY (7 

Pin) 

All specifications are subject to change without notice 
The information contained herein is for reference only and does not constitute a warranty of 

performance 


